
Increase transfer efficiency using air-assisted airless 
technology by 25% compared to hot pot HVLP methods 
and 35% compared to hot pot air spray methods

Versatile to meet your needs with catalyst ratios ranging 
from 2 - 4.5% and compatible with a variety of gun types

Reduce downtime with no manual mixing and 
only minimal flushing required

ACE
ACCURATE COATINGS EQUIPMENT

Deliver higher quality products by eliminating over- or 
under-catalyzation, often not visible for weeks, causing 
flaking, peeling, and delamination

ACCURATE COATINGS EQUIPMENT (ACE)
Cost-effective pneumatic mixing solution to elevate your 
production and improve product quality

ACE is a plural component (2K) pump system for the 
application of acid catalyst and polyester MEKP materials. 
Uniquely designed for wood finishes and sealers, the system 
will reduce material waste and increase production output by 
delivering accurate catalyzation ratios every time. ACE is 
configurable with floor and wall mount options to suit your 
production needs, and is compatible with any air-assisted 
airless, air spray, or HVLP spray gun.  

Plural component coatings system for 
wood finishes and sealers

80 YEARS OF PROVEN MIX & METER TECHNOLOGY 
COMBINED WITH INNOVATIVE APPLICATIONS

MVP has over 80 years of experience providing trusted 
mixing and metering technology and solutions that make 
our customers’ product better, safer, and more reliable. With 
a reputation for consistency, precision, and an unwavering 
commitment to customer satisfaction, MVP works every day 
to offer the most innovative and reliable products to the 
industries we serve. Contact us today to see why 
customers consistently rank us best-in-class for 
industry knowledge and customer service. 

mvpind.com  info@mvpind.com       (865) 686-5670



VS.
ACE System Manual Mixing

Accurate Catalyst Ratios 
Every Time.
Polyester and conversion varnishes are used to create a 
hard, durable finish when applied to all wood surfaces like 
furniture, cabinets, or windows and doors.  Accurate mixing 
and pumping of the acid catalyst is key to long-term 
durability. The ACE system is proven to deliver accurate 
catalyst ratios every time, eliminating coating failures which 
can cause flaking, peeling, and delamination often not 
visible for weeks. 

Labor
No measuring or mixing materials and less 
time spent on maintenance to flush out 
hoses

Quality
ACE delivers accurate catalyst ratios every 
time improving part quality

Cost
Increased transfer efficiency, reduced 
supply costs, and labor savings leads to 
dramatic cost reductions
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Labor
Operators spend valuable time measuring 
and mixing materials manually

Quality
Manual mixing leads to over-, under-, or 
un-catalyzed products causing costly 
coating failures

Cost
Higher material and labor costs combined 
with supply costs for cup guns, stirrers, 
cleaning solvent, rags, liners, strainers, gloves 
and more

Renowned Patriot pumping 
technology delivering 
industry-leading accuracy

Made with durable, 
acid-resistant materials

Auto-mix block delivers 
complete homogeneous 
mixture of catalyzed material 
before exiting the gun

Guided inlet reduces pressure 
loss to maintain ideal material 
ratios


